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1. Setting Up and Opening 

2. Marking and Casting the Ballot 

3. Tabulator Warning Messages 

4. Closing the Polls 

5. Transferring Results via Modem 

6. Tallying of Write-in Votes 

7. Powering Down 

8. EXTRA Information 

9. Results transfer manager (RTM) 



SETTING UP AND 

OPENING THE POLLS  

Click to Return to Index 



ICP TABULATOR STANDARD BASE  

Click to Return to Index 



POSITION TABULATOR INTO PRECINCT  

Å Lock at least TWO of the FOUR casters to prevent unintended roll-away 

Click to Return to Index 



Å A lock on each side of the dust cover secures 

the cover to the base 

 

Å Remove Dust Cover off by lifting up on 

grey handles 

Å The same key works on all of the locks of 

the bin 

 

REMOVE DUST COVER 

Click to Return to Index 



Å Unwind power cord from cord reel in back 

storage compartment 

Å Plug the 10 foot cord into power outlet 

Å The screen will activate and display 

Application information 

Å It will take 3 minutes for the tabulator to 

initialize before it will be ready to accept the 

first ballot 

POWERING-UP THE ICP TABULATOR  

Click to Return to Index 



Å Unlock bin door and slide open 

 

Å Verify that there are no ballots present in the 

general bin 

 

CHECK ALL  3  BINS FOR STRAY BALLOTS  

General Bin 

Click to Return to Index 



Å Slide Write-in door up to let door swing 

open 

Å Verify that the Write-in bin is completely 

empty by feeling for ballots 

 

Å DO NOT leave the Write-in door open 

Å If left open, it will not be possible for the 

bin to separate ballots 

CHECK ALL  3  BINS FOR STRAY BALLOTS  

Write -in Bin 

Click to Return to Index 



Å Unlock bin door on the rear of the base 

 

Å Open and verify that the Auxiliary bin on 

the rear of the base is empty 

Å This bin may be used to accept ballots until 

a technician arrives to replace an ICP that 

has malfunctioned  

 

 

CHECK ALL  3  BINS FOR STRAY BALLOTS  

Auxiliary Bin  

Click to Return to Index 



APPLY SECURITY KEY  

Å Firmly press security key onto silver security dock 

Å If error occurs, simply reposition security key 

Å Security key must be flat when positioned onto dock 

Click to Return to Index 



Å Enter the password for the current election 

 

Å Your input is confirmed when each key 

darkens. The keypad is pressure sensitive, 

not heat sensitive like a smart phone 

 

Å **If key confirmation is difficult to achieve, 

�X�V�H���D���S�H�Q���F�D�S���R�U���R�W�K�H�U���³�V�W�\�O�X�V�´���W�R���K�H�O�S���Z�L�W�K��
the pressure sensitive keypad 

 

Å �&�R�Q�I�L�U�P���'�D�W�H���	���7�L�P�H���E�\���S�U�H�V�V�L�Q�J���³�<�(�6�  ́

 

  

Å �$�G�M�X�V�W���E�\���V�H�O�H�F�W�L�Q�J���³�1�2�´���D�Q�G��press 

      �³���´���R�U���³-�´���H�D�F�K���I�X�Q�F�W�L�R�Q���R�I���W�K�H���F�O�R�F�N 

 

ENTER PASSWORD & VERIFY TIME  

Click to Return to Index 






















































































